
POWERTRAC BULLDOZER UNDERCARRIAGE PARTS

BULLDOZER TRACK CHAIN PART LIST
CATERPILLAR & KOMATSU APPLICATIONS

Track chain / link assemblies • Standard, split and lubricated configurations • Pitch range 135–280 mm

CATERPILLAR
MODEL DESCRIPTION PITCH (mm)

D2 LINK (35L) 1/2 155.57

D2 LINK (35L) 9/16 155.57

D3B LINK (39L) 155.57

D3C LINK (36L, SPLIT) 155.57

D3C LINK (36L, LUB) 155.57

D3G — 155.57

D4D LINK (38L, STD) 5/8 171.45

D4D LINK (36L, STD) 9/16 171.45

D4E LINK (36L, SPLIT) 171.45

D4E LINK (38L, LUB) 171.45

D4H LINK (39L, LUB) 171.5

D5 LINK (39L, STD) 175.4

D5 LINK (39L, SPLIT) 175.4

D5 LINK (39L, LUB) 175.4

D5H LINK (37L, LUB) 190

D6B LINK (40L, STD) 171.5

D6H? LINK (39L, LUB) 202.8

D6C/D LINK (36L, STD) 203.2

D6C/D LINK (36L, SPLIT) 203.2

D6C/D LINK (36L, LUB) 203.2

D6H LINK (36L) 203.2

D7 LINK (41L) 203.2

D7H LINK (40L, LUB) 215.9

D7G LINK (49L, STD) 215.9

D7G LINK (38L, STD) 215.9



POWERTRAC
BULLDOZER TRACK CHAIN PART LIST

CATERPILLAR — CONTINUED
MODEL DESCRIPTION PITCH (mm)

D7G LINK (38L, SPLIT) 215.9

D7G LINK (38L, LUB) 215.9

D8H/K LINK (41L, STD) 229

D8H/K LINK (41L, SPLIT) 229

D8H/K LINK (41L, LUB) 229

D8N (D8R) LINK (44L, LUB) 215.9

D9G/D9H LINK (39L, STD) 260.4

D9G/D9H LINK (39L, SPLIT) 260.4

D9G/D9H LINK (39L, LUB) 260.4

D9N LINK (43L, LUB) 240

D10N LINK (44L, LUB) NON PPR 260

D10N LINK (44L, LUB) PPR 260

D4E-EWL/943 LINK (38L, LUB) 171.07

D5B-EWL/953 LINK (40L, LUB) 175.4

D6D-EWL/963 LINK (36L, LUB) 203.2

D7G-EWL/973 LINK (40L, LUB) 3/4 215.9

D7G-EWL/973 LINK (40L, LUB) 7/8 215.9

D4H-HD/D5M LINK (44L, LUB) 171.5

D5H-HD/D6M LINK (46L, LUB) 190

D6H-HD/D6R LINK (45L, LUB) 203.2

D7R LINK (40L, LUB) 215.9
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KOMATSU
MODEL DESCRIPTION PITCH (mm)

D20 LINK (37L, STD) 135

D30/31 LINK (41L, STD) 154

D30/31 LINK (41L, SPLIT) 154

D30/31 LINK (41L, LUB) 154

D40/53 LINK (38L, STD) 55.35mm 175.5

D40/53 LINK (39L, LUB) 175.5

D50 LINK (38L, SPLIT) 175.5

D50 LINK (38L, LUB) 175.5

D50 LINK (39L, STD) 58.5mm 175.5

D50 LINK (39L, SPLIT) 175.5

D60? LINK (39L, STD) 190

D60/65 LINK (39L, STD) 203.2

D60/65 LINK (39L, SPLIT) 203.2

D60/65 LINK (39L, LUB) 203.2

D65EX-15 (HD) — 203.2

D61PX-12 LINK (46L, LUB) 190

D80/85 LINK (38L, STD) 215.9

D80/85 LINK (38L, SPLIT) 215.9

D80/85 LINK (38L, LUB) 215.9

D85EX-15 undev — 216

D85ESS-2 LINK (42L, STD) 203.2

D85ESS-2 LINK (42L, LUB) 203.2

D155A-1 LINK (41L, STD) 228.6

D155A-1 LINK (41L, SPLIT) 228.6

D155A-1 LINK (41L, LUB, NO SPLIT) 228.6

D155A-1 LINK (41L, LUB) 228.6

D155A-2 LINK (41L, STD) 228.6

D155A-2 LINK (41L, SPLIT) 228.6

D155A-2 LINK (41L, LUB) 228.6

D275A-5 — 260.4

D355A-3 LINK (39L, STD) 260.4

D355A-3 LINK (39L, SPLIT) 260.4

D355A-3 LINK (39L, LUB) 260.4

D375A-1 LINK (42L, LUB) 260.35

D375A-3 LINK (40L, LUB) 280

Product inquiry: Please provide machine model, serial number, required quantity and any available part number or photos for accurate identification.

Email: powertrack@nate.com | Fax: +82-51-797-8989



